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GEAR PLATE
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USED FOR INTERCUBICLE WIRING

PLASTIC BUSHINGS TO BE

2 X Ø40 HOLES WITH

AND METER PANEL

IN INSTRUMENT CUBICLE

BETWEEN FALSE WALL GAP

USED FOR INTERCUBICLE WIRING

PLASTIC BUSHINGS TO BE

2 X Ø40 HOLES WITH

DRAWING A1-51770
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FOR ROOF CANOPY
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USED FOR INTERCUBICLE WIRING

PLASTIC BUSHINGS TO BE

Ø50 HOLE WITH

CUBICLE AND GENERATOR CONNECTION BOX

BETWEEN FALSE WALL GAP IN INSTRUMENT

TO BE USED FOR INTERCUBICLE WIRING

Ø40 HOLE WITH PLASTIC BUSHINGS
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TO BE USED FOR INTERCUBICLE WIRING

Ø40 HOLE WITH PLASTIC BUSHINGS

SECTION "G-G"
REFER DRG A1-47812

AND VSD CUBICLE
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BOTTOM OF CUBICLE
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CUBICLE AND METER PANEL

WALL GAP IN INSTRUMENT

WIRING BETWEEN FALSE

USED FOR INTERCUBICLE

PLASTIC BUSHINGS TO BE
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FOR ENTRY TO CABLEWAY
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DETAIL "A"
EARTH BRAIDS FASTENING

DETAIL "B"
CLOSED DOOR

EARTH BRAIDS
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OPEN DOOR

DETAIL "C"
CLOSED DOOR
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C - ELECTRICAL CONDUITS Ø100 MIN
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TO BE INSTALLED.

NO SPARE CABLE GLANDS
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P.S.ADDED TOP HAT FOR DC CBS & RE-DRAWN IN DGN FORMAT.


